
RZR XP® 4 1000 EPS
vs. CAN-AM™ MAVERICK™ MAX X rs DPS

HEAD-TO-HEAD

POWER
• ProStar® Engine with NEW! H.O. Cams - An all-new fuel map, new H.O. cams, stiffer valve springs and a higher 

compression ratio provide an industry leading 110 HP.

• True 999 cc Engine - The largest and most powerful in the 1000 class.

• 11% More Horsepower - The most powerful in the 1000 class.

SUSPENSION
• 13.5" of Ground Clearance - 1" more ground clearance keeps you riding high over rough terrain.

AGILITY
• High Performance True On-Demand All-Wheel Drive - Engages all 4 tires faster than the competition and 

without locking the differential. 

• 29" Maxxis Bighorn Tires - 2" taller for increased comfort and ride height.

CUSTOMIZATION & COMFORT
• 300 lb Cargo Capacity - 150 lbs more cargo capacity so there's room for plenty of gear.

• Exclusive Lock & Ride® Technology - Quickly install accessories in seconds.
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*Feature may vary on Base/Desert Edition/High Lifter Edition models. **With adjustable suspension. See Owner's Manual for details.

Polaris 
RZR XP® 4 1000 EPS

 ADVANTAGE RZR XP® 4 1000 EPS MAVERICK™ MAX X rs DPS

Engine Type � 4-Stroke DOHC Twin Cylinder 4-Stroke SOHC V-Twin

Displacement � 999 cc 976 cc

Horsepower† � 110 HP 101 HP

Fuel System Electronic Fuel Injection Electronic Fuel Injection

Cooling System Liquid Liquid

Transmission/Final Drive Automatic PVT P/R/N/L/H Automatic CVT H/L/P/N/R

Drive System � On-Demand True AWD/2WD Selectable 2WD / 4WD shaft driven with 
Visco-Lok auto-locking front differential

Engine Braking System/ADC Not Equipped Engine Braking

Front Suspension � Dual A-Arm Walker Evans 2" Needle Shocks 
(comp adjust/res.) 16" (40.6 cm) Travel

FOX PODIUM X Performance 2.0 HPG Piggyback 
shocks with compression and preload adjust-

ments, 14" (35.6 cm) Travel

Rear Suspension � Trailing Arm Walker Evans 2.5" Needle Shocks 
(comp adjust/remote res.) 18" (45.7 cm) Travel

FOX PODIUM X Performance 2.0 HPG Piggyback 
shocks with compression and preload adjust-

ments, 14" (35.6 cm) Travel

Front/Rear Brakes � 4-Wheel Hydraulic Disc with Dual-Bore Front 
and Rear Calipers

Dual 220 mm ventilated disc brakes with 
hydraulic twin-piston (32 mm) calipers/Dual 
214 mm ventilated disc brakes with hydraulic 

single-piston (32 mm) caliper

Parking Brake Park in Transmission Park in Transmission

Front Tires � 29 x 9-14" Maxxis® Bighorn Maxxis® Bighorn 2.0 27 x 9 x 12"
(68.6 x 22.9 x 30.5 cm)

Rear Tires � 29 x 11-14" Maxxis® Bighorn Maxxis® Bighorn 2.0 27 x 11 x 12" 
(68.6 x 27.9 x 30.5 cm)

Wheels Cast Aluminum Aluminum Beadlock Wheels

Wheelbase � 117.0" (297.2 cm) 113.8" (289.1 cm)

Dry Weight 1,596 lbs (723.9 kg) 1,547 lbs (702 kg)

Overall Vehicle Size (L x W x H) � 146 x 64 x 73.75" (370.8 x 162.6 x 187.3 cm) 148 x 64 x 78" (376 x 162.5 x 198 cm)

Ground Clearance � 13.5" (34.3 cm) 12.5" (31.75 cm)

Fuel Capacity 9.5 gal (36.0 L) 10 gal (37.8 L)

Bed Box Dimensions 
(L x W x H) � 28 x 22 x 7" (72.0 x 57.0 x 17.8 cm) N.A.

Front/Rear Rack or 
Box Capacity � 300 lbs (136.1 kg) 150 lbs (68 kg)

Payload Capacity � 900 lbs (408.2 kg) N.A.

Cargo System � Lock & Ride® LinQ™

Lighting � White LED, Low/High & Red LED Tail / 
Brake Lights Four 60-W projectors

Electronic Power Steering Standard Tri-Mode Dynamic Power Steering (DPS)

Instrumentation

Digital Gauge, Speedometer, Odometer, 
Tripmeter, Tachometer, Coolant Temperature, 

Volt Meter, Hour Meter, Service Indicator, Clock, 
Gear Indicator, Fuel Gauge, Hi-Temp Light, 

Seatbelt Reminder Light, 2 DC Outlets 
(Front & Rear)

Multifunction digital gauge, Speedometer, 
tachometer, odometer, trip and hour meters, 
fuel, gear position, sport mode, ECO™ mode, 

seat belt and 4 x 4 indicator, diagnostics, 
clock, auto shut off

Colors � Voodoo Blue, Havasu Red Pearl Yellow & Black / 1000R, White, Black & Can-Am 
Red/ 1000R , Can-Am Red/ 1000R

All competitive comparisons are based on 2014/2015 models and on published manufacturer specifi cations available at time of printing. Can-Am is a registered trademark of Bombardier Recreational Products & Vehicles | BRP. †HP numbers are based on 2014 Executive Orders 
issued by the California Air Resources Board (CARB). Warning: The Polaris RZR® can be hazardous to operate and is not intended for on-road use. Driver must be at least 16 years old with a valid driver’s license to operate. Passengers must be at least 12 years old. Drivers and 
passengers should always wear helmets, eye protection, and seat belts. Always use cab nets or doors (as equipped).  Never engage in stunt driving, and avoid excessive speeds and sharp turns. Riding and alcohol/ drugs don’t mix.  All drivers should take a safety training course. 
Call 800-342-3764 for additional information. Check local laws before riding on trails. ©2014 Polaris Industries Inc.
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